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Welcome to Adobe Acrobat Reader! These instructions will help you use Acrobat Reader to print and view this
MECcheck document. Acrobat Reader allows you to print and view documents on many different computer
systems (including IBM and Macintosh). Y ou cannot, however, modify the document in anyway. Using Acrobat
Reader alows you to access information by flipping through pages or jJumping past whole sections; thisis
described in “ Getting Around in this Document.”

Printing

To print this document from a Windows compuiter, select “File”
from the menu bar, and then “Print.” Thiswill print to your default
printer. Y ou may want to check your settings under the Print Setup
command (also under the “File” menu). The page orientation
should be Portrait, and Graphics Quality should be High. From a
Macintosh work station, Reader will print to whatever printer is
selected in the Chooser.

When printing asingle page or arange of pages, check the page Page Numbering
numbers at the bottom, left-hand side of the screen to learn what
page Adobe Reader ison. Adobe Acrobat Reader numbers the
pages differently than the word processor.
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Getting Around in this Document

There are many ways to access information in this document using Navigation Arrows
Acrobat Reader. Y ou can go through it page by page using the
arrow keys on your keyboard or by using the navigation arrows at LAERE RRIRIEL IR

the top of the window.

There are “bookmarks’ to help you jump from chapter to chapter.

Bookmarks are linked to the first page of each chapter. When you Bookmarks (and Cursor)

first open an Acrobat Reader file, the bookmarks are displayed on O contents
the left of the screen. Click on abookmark to go to anew chapter. bk ﬁ]”]
In Acrobat Reader, you know when you can click on a bookmark P

(or other type of link) when the cursor changes from an open hand O Chapter 2

to a pointing finger). [l chapter 3

The document’ s Table of Contents will allow you to go to any
chapter or chapter section by clicking on the chapter name or the

page number. Sear ch icon
Y ou can aso perform sear ches by clicking on the binocularsicon || i
in the menu bar

Notes
Sometimes you will see colored rectangles on some pages of the Adobe Acrobat Note
document. These are notes. To view anote, double-click on the
rectangle. After reading the note, you can closeit by clicking in the
box in the top left corner. Try it!

That'sit! Call our Hotlineif you have any questions or problems.
1-800-270-CODE.



Note!!
By the way, Notes do not  show up when you print.

Use the slide bar to the right to move the text inside the note upwards and downwards.  Use the resize-window in the 
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Chapter 1

Introduction

This user's guide describes how to use the MECcheck™ Software Version 2.0.
MECcheck™ is designed to demonstrate compliance with the insulation and
window requirements of the Council of American Building Officials (CABO)
Model Energy Code (MEC). This version of MECcheck™ demonstrates
compliance with the 1995 edition of the MEC.

What's in This Guide

Chapter 2, Model Energy Code Overview, briefly describes the M ECcheck™
Software approach for achieving compliance as specified in the MEC.

Chapter 3, Quick Start, gives a short overview on how to install and run
MECcheck™. This chapter is designed to get you up and running in no time.

Chapter 4, Getting Started, discusses conventions used in this user's guide, lists the
computer equipment required to run MECcheck™, and provides further instructions
on how to install and run MECcheck™.

Chapter 5, Using MECcheck™, describes the keys used to run MECcheck™.

Chapter 6, Required Information, explains how to enter your building location and
construction type.

Chapter 7, Building Description, explains how to describe your building and check
for compliance with the MEC.

Chapter 8, Building Components, describes the buttons at the top of the Building
Description screen and how they are used to enter your building components.

Chapter 9, Menus, provides an overview of the MECcheck™ menu options.

Chapter 10, Optional Information, describes how to enter general information about
your project.

Chapter 11, HVAC Efficiency, describes how to take credit for efficient heating and
cooling equipment.

Chapter 12, Files, describes how to create, open, save, delete, and print files and
reports.

Definitions of terms used in this guide are given in Appendix A. Glazing and door
U-value tables which can be used in the absence of test data are provided in
Appendix B. Appendix C describes the building envelope and contains a table that
is useful in determining which elements of a building are considered to be ceiling,
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wall, and foundation components. An example of a project report is shown in
Appendix D. Appendix E givesinstructions for changing from the cities version of
M ECcheck™ to the counties version, and vice versa. Appendix F discusses how
you can modify the location and weather data file used in M ECcheck™.
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Chapter 2

Model Energy Code Overview

The MEC specifies thermal envelope requirements for residential buildings three
stories or lessin height. Maximum U-value® requirements are specified for walls,
ceilings, floors, crawl space walls, and basement walls and minimum

R-value requirements are specified for slab floors. To comply with the MEC, a
building must be constructed with components meeting or exceeding these
requirements. However, the U-value of a given assembly may be increased or the
R-value of a given assembly may be decreased, provided the total heat gain or loss
for the entire building does not exceed the total resulting from conformance to the
MEC requirements.

M ECcheck™ performs a simple U-value x Area (UA) calculation for each building
assembly to determine the overall UA of your building. The UA that would result
from a building conforming to the MEC requirements is compared against the UA
for your building. If the total heat loss (represented as a UA) through the envelope
of your building does not exceed the total heat |oss from the same building
conforming to the MEC, then the software declares that you pass. Limited
elements of a performance analysis are also implemented, including a high-
efficiency equipment trade-off.

M ECcheck™ is appropriate for insulation and window trade-off calculationsin
residential detached one- and two-family buildings (referred to as single-family
buildings) and multifamily buildings (such as apartments, condominiums,
townhouses, and rowhouses). Multifamily buildings include residential buildings
three stories or less in height with three or more attached dwelling units. The

M ECcheck™ software generates a report that lists the insulation and window levels
of your proposed building, as well as most of the additional basic requirements
found in the MEC. Chapter 2 of the MECcheck™ Manual covers these other
requirements in more detail.

U-values are a measure of how well amaterial or series of materials conduct heat (higher U-values indicate more heat loss). For door
and window assemblies, the U-valueisthe reciprocal of the R-value (U-value=1/R-value).






Chapter 3

Quick Start

Installing MECcheck™

Insert the MECcheck™ floppy diskette into drive A: (or B:) and type A:\INSTALL
(or B:NINSTALL). Follow the directions displayed on the screen.

Starting MECcheck™

After the installation program is complete, you will be in the M ECcheck™
directory (C:\MECCHECK by default). Type MECCHECK to start the software.

Choosing Your Location

In the Required Information screen, you must enter the location of your building
and indicate whether your building will be a single-family or multifamily building.
M ECcheck™ lists either the cities or counties for each state, depending on which
version you are using. If you are using the cities version and your city is not in the
list, choose the closest city with similar weather conditions. Select the OK button
when finished.

Creating a Building Description

Use the eight buttons at the top of the Building Description screen to create a list of
building components that describe the exterior envelope of your building. For each
component selected, you must enter the component area or perimeter, insulation R-
value, sheathing R-value, and/or U-value. Default R-values and

U-values are supplied for you, but these should be changed to the values you intend
to install in your building.

After you have entered all areas, R-values, and U-values, the program determines if
your building design passes or fails. The results are displayed at the top of the
screen in the Compliance box. If Invalid Area is displayed in thisfield, you have
not filled in the area or perimeter for one or more components.

Adding a High-Efficiency Equipment Trade-Off

The Heating and Cooling Efficiency screen, accessed from the Trade-Offs menu,
displays minimum Federal requirements for heating and cooling equipment
efficiencies. If you plan to install heating or cooling equipment that is more
efficient these minimums, you may take a high-efficiency equipment credit.
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Saving Your Building Description and Creating a Report

Use the File menu to save your data (File->Save). Then, create areport based on
that data (File->Create Report). Y ou can send the report to afile, to your printer,
or to both simultaneously.

Noteworthy...

. If you want to delete a component from your list of components,
move to the first column of that component (the text description)
and press the Enter or the Delete key.

. Unlike Version 1.0, MECcheck™ Version 2.0 requires an area
(ft?) for basement components, not a perimeter. Slab components
still require a perimeter (ft).

. Y ou can add multiple copies of any component by selecting that
component's button more than once.

. If you need help, refer to the message at the bottom of the main
screen or press F1 for a help screen.
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Getting Started

Conventions Used in This Guide

To help you identify information easily, the following conventions are used
throughout this guide.

Type Style

Used For

ALL CAPITALS

Bold Italics

Bold Initial Caps

Italics

File and directory names are capitalized. For example, this
guide refers to the MECCHECK directory and the
EXAMPLE.MEC file.

Commands are shown in bold italics. Commands must be
typed exactly asthey appear, though it does not matter if they
are typed in capital or lower-case letters. For example, if you
are asked to type C:\MECCHECK, you must type al bold
characters, including the colon and backslash.

The keys on your keyboard, such as Tab and Shift+Tab, are
shown in bold initial caps. Keyboard short cuts are referred to
as hot keys. Some hot keys require you to hold down the Alt
key while pressing another key. For example, you press
Alt+F to select the File menu. In this guide, the hot keys for
menus and buttons are shown in bold type. For example,
when the guide refers to the Help menu, the "H" is shown in
bold type because Alt+H isthe hot key used to select this
menu.

An italic typeface is used to represent text as it appears on the
screen in the program. The names of buttons, menus, fields,
and screens are written in an italic typeface.

Angle brackets are used to enclose a generic name or
category. For example, Alt+<key> means that you should
type Alt followed by some key. <filename> means any valid
DOS filename.

An arrow is used to indicate a sequence of menu and submenu
selections. For example, Help-> | ndex->M enus means that
you first select the Help menu option, then the | ndex option
from the Help menu, and then the M enus option from the

I ndex submenu.
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What You Need to Run MECcheck™

M ECcheck™ requires
* apersonal computer with the Intel 80386 (386) processor (or higher)
» 530 kilobytes (KB) of conventional RAM memory.
e ahard disk with 1 megabyte (MB) of free disk space
«  VGA or Super VGA monitor

. MS-DOS Version 3.1 or later. To check the version of your computer,
type ver at the DOS prompt.

A Microsoft-compatible mouse is highly recommended but not required.
Memory Requirements

A minimum of 530K available RAM is recommended to operate the DOS version
of MECcheck™. The actual memory requirement depends on the size of the
building you construct and, thus, may vary. Memory resident software, local area
networks (LANS), and some device drivers may interfere with the operation of

M ECcheck™ because they cut into the total available RAM. To check the amount
of available memory, type

MEM

at the DOS prompt. Note the number of free bytes listed on your screen (e.g.
543459 bytes Free). If less than 530,000 bytes are free, you may have to start your
computer without the network or unload some terminate-stay-resident (TSR)
software to free up enough memory. Memory managers and newer versions of
DOS can be installed to free up some of your computer's RAM memory.

If you run out of memory while running MECcheck™, an error message is
displayed and you are exited from the program. |f this happens, the data that you
have entered islost unlessit is saved prior to running out of memory. Therefore, it
is advisable to periodically save your data by selecting the File-> Save menu
option.

Installing MECcheck™

Y ou should install MECcheck™ onto your hard disk as instructed below. Running
M ECcheck™ from your hard disk improves program performance. Before
installing MECcheck™, make sure your computer has the minimum hardware and
software requirements.
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To install MECcheck™ from the floppy diskette
1. Put the diskette in your floppy disk drive (usually A or B).
2. Type
ANINSTALL (or B:A\INSTALL if your diskette isin drive B)
then press Enter. The installation screen will appear. Follow the
instructions on the screen. Y ou will be asked to choose the drive and

directory to which the MECcheck™ files will be copied. Y ou may accept the
default drive and directory

C:\\MECCHECK

or you may type in the name of a different drive and/or directory. If you
indicate a directory that already contains MECcheck™ Version 1.0, it will be
replaced by Version 2.0.

Starting MECcheck™

To run MECcheck™ from your hard disk, type the following commands. These
commands assume the software was installed in the default directory
C:\MECCHECK. If not, you must change the commands to indicate the drive and
directory where the software was installed. Y ou must press Enter after each
command.

Command Pur pose

C: changes to the C: disk drive
CD C:\MECCHECK makes MECCHECK the current directory

MECCHECK starts MECcheck™

Distribution Files
Y ou should now have the following filesin your MECCHECK directory:

MECCHECK.EXE
MECCHECK.DAT
MEC.BAT
LOCATION
CITIES
COUNTIES
EXAMPLEMEC
EXAMPLE.RPT
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Using MECcheck™

Using the Keyboard and Mouse

Action Keys

M ECcheck™ can be used with either the keyboard or amouse. To choose a button,
field, menu, or list on the screen with the keyboard, move the cursor to the desired
object by using the action keys listed below. To choose a specific object with a
mouse, move the mouse arrow to the desired object and click. To click a mouse,
press and release the left mouse button once.

To view the action keys and their functions from within the program, select the
Help menu located at the top of the screen and then choose Action Keys.

The action keys used in MECcheck™ are

F1

Alt+F1
Tab
Shift+Tab

Alt+<key>

F10 or Alt

Enter

Up Arrow

Down Arrow

for context sensitive help, which explains the field or button
the cursor is currently on

for general information about the program
to move the cursor to the next field
to move the cursor to the previous field

to choose a button or menu option, where <key> isthe
underlined letter in the button or menu name. For example,
press Alt+F to select the File menu

to move from the menu bar to the screen and back

to select the current button, menu option, or list item. In
the Building Description screen, you can move the cursor to
the first column of a component (the descriptive text) and
press Delete or Enter to remove that component from the
list

to move to the previous selection in alist or menu. Inthe
Building Description screen, press an Up Arrow to move
to the previous building component

to move to the next selection in alist or menu. Inthe
Building Description screen, press a Down Arrow to move
to the next building component

11
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Right Arrow

Left Arrow

Page Up (PgUp)

Page Down (PgDn)

Escape (Esc)

Delete (Del)

Insert (Ins)
Home

End

12

to move to the next menu in the menu bar or the next
selection in agroup. In the Building Description screen,
press a Right Arrow to move to the next sequential field

to move to the previous menu in the menu bar or the
previous selection in agroup. In the Building Description
screen, press a L eft Arrow to move to the previous
sequential field

to move the cursor up one page in alist or multiline text
field. Inthe Building Description screen, press Page Up to
move the component records up one page (assuming there
are more records than will fit on the screen)

to move the cursor down one page in alist or multiline text
field. Inthe Building Description screen, press Page Down
to move the component records down one page (assuming
there are more records than will fit on the screen)

to remove temporary screens

to delete a character or text block. In the Building Descrip-
tion screen, you can move the cursor to the first column of
a component (the descriptive text) and press Delete or
Enter to remove that component from the list

to toggle between insert and overstrike mode

to move to the beginning of aline

to move to the end of aline.
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Required Information

Y our building's location and construction type (single family or multifamily) are
entered in the Required Information screen. MECcheck™ lists either the cities or
counties for each state, depending on which version you are using. The following
illustration of the Required Information screen is from the cities version. The
counties version isidentical, except it lists counties for each state instead of cities.
The location and construction type of your building are necessary for MECcheck™
to determine compliance. If thisinformation is not accurate, the results will not be
valid.

Whenever you exit MECcheck™, the currently selected building location and
construction type are saved. When re-entering the software, the location and
construction type fields are automatically updated to reflect your last entries.

Required Information

State | Morth Carolina I !]

City | Greensboro L%J

Construction Tupe
[<] single Family [ Muntifamily

Required Information Screen

To choose a new state, move to the State field and press Enter or use the mouse to
select the arrow button to the right of the field. A list appears containing state
names. Y ou can scroll through this list with the Up and Down Arrow keys, the
Page Up and Page Down keys, or by using the mouse and scroll bar located to the
right of the list. Press Enter or click on your desired state with the mouse.

Each time you enter a new state, the list of cities or counties changes -- reflecting
only the cities or counties located in the new state. To choose a hew location, move
to the City or County field and press Enter or use the mouse to select the arrow
button to the right of the field. A list appears containing the names of cities or
counties located in the selected state. Y ou can scroll through this list with the Up
and Down Arrow keys, the Page Up and Page Down keys, or by using the mouse
and scroll bar located to the right of the list. Press Enter or click on your desired
location with the mouse. If you are using the cities version and you cannot find the

13
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Construction Type

Single Family

Multifamily

14

city in which your building will be located, choose a city that is close to your
building site and has similar weather conditions.

The MEC specifies different requirements for single-family and multifamily
buildings, so MECcheck™ must know which of these construction types you are
going to build. You must select either the single-family or the multifamily button.

To choose single-family construction, press Enter or click on the Single Family
button with the mouse. If the Single Family button is selected, an "X" appearsin
the square to the left of the text. Single-family buildings include all detached one-
and two-family dwellings.

To choose multifamily construction, press Enter or click on the Multifamily button
with the mouse. If the Multifamily button is selected, an " X" appears in the square
to the left of the text. Multifamily buildings are three stories or less in height and
contain three or more attached dwelling units. Apartments, condominiums,
townhouses, and rowhouses are included in this category. Multifamily buildings
can be considered as a whole or separate reports can be generated for each dwelling
unit. Where individual units are identical, one report may be submitted as
representative of the others. Contact the authority having jurisdiction to determine
which approach to take.
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Building Description

The Building Description screen is the MECcheck™ main screen. The eight
buttons located in the Tool Bar at the top of the screen are used to choose building
components describing your home (see Chapter 8 for details on the building
components). Each component you choose is added to the building components
list, which is displayed on the Building Description screen. The message at the
bottom of the screen explains what type of information goes into the currently
selected field.

Title Bar \
» Ccheck 2.8 ~ 1395 HEC Building Description:

Menu Bar _—’*.:“E Trade-0Oifs Proiject Help

—eilings ; Walls E Glazing a Doors ; Floors ;ﬁas;emenli Slab i Crawl 3
Tool Bar / Compliance l:l Reaquired UA Your Home

Area or Insulation Sheathing Glazing~Door
Perimeter R-Ualue R-Value U-Ualue uA

Use the buttons at the top of the screen to create a building description.

Building Description Screen (Before Entering Data)

15
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Title Bar

Menu Bar

Tool Bar

Compliance

16

After you have filled in the information about each component, the program
computes the UA of your proposed building and the UA of the code building. The
code building has the same dimensions as your building but conforms to the MEC
requirements. If thetotal UA of your building is less than or equal to the total UA
of the code building, your building complies with the MEC and the Compliance
field displays the message "Passes."

I1E[Zl:heck 2.0 ~ 1995 HEC Building Description: example.mec
File Trade-Offs Project Help
I Ceilings ; Walls ; Glazing ; Doors ; Floors ;ﬁasemenli Slab ; Crawl E
Compliance Required UA Your Home
Area or Insulation Sheathing Glazing-Door
Perimeter R-Ualue R-Ualue U-Ualue un
CEILINGS [vz3 | [88 | |@ | 22
CEILINGS [592 | [3@ | [a | 21
MALLS: Wood Frame, 16 O.C. 1339 | 13 | [s | 82
WALLS: Wood Frame, 16 0.C. [2s8 | 13 | [@ | 21
GLNZING: Windows or Doors 0z
GLAZING: Windows or Doors 51
DOORS 11
FLODRS: Over Unconditioned Space a5
FLOORS: Ouer Outside Air 1
SLAD LOORS: Unheated, 24.8” insul.  [02 | [0 | G4
Use the buttons at the top of the screen to create a building description.

Building Description Screen (After Entering Data)

The Title Bar on the Building Description screen displays the name of the currently
open project datafile. If no project datafile is open, the Title Bar only displays the
name of the screen -- Building Description.

The Menu Bar is located directly under the Title Bar and displays the available
menus. The Menu Bar contains four menus -- File, Trade-Offs, Project, and Help.
These menus are discussed in more detail in Chapter 9.

The Tool Bar isarow of eight buttons located directly under the Menu Bar. The
buttons on the Tool Bar are used to create alist of building components describing
your building. These buttons are discussed in more detail in Chapter 8.

The Compliance field tells you whether your building complies with the MEC.
One of the following messages is displayed:
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M essage M eaning
Invalid Area Y ou have not entered the area and/or perimeter of one or
more building components
Passes Y our building design complies with the MEC
Fails Y our building design DOES NOT comply with the MEC
Required UA The Required UA field displays the total UA of the code building (the house built to
MEC requirements). To demonstrate compliance with the MEC, the UA of your
house must be less than or equal to the UA displayed in thisfield.
Your Home The field labeled Your Home displays the UA of your proposed building based on

the building components you chose from the Tool Bar and the information you
supplied about each of these components. The UA displayed in this field must be
less than or equal to the UA displayed in the Required UA field to demonstrate
compliance with the MEC.

Building Components List

As you choose building components, alist of your choicesis created and displayed
on the Building Description screen. Almost all componentsin thislist require an
area or perimeter entry. Some components require an insulation

R-value, a sheathing R-value, and/or an assembly U-value. These entries are
briefly described in this chapter. Refer to Chapter 8 for a discussion of the specific
inputs required for each component type.

Area or Insulation Sheathing Glazing~Door

Perimeter R-Ualue R-Ualue U-Ualue uA
CEILINGS [7za | [s8 | [m | 22
CEILINGS E- I RE R | 21
WALLS: Wood Frame, 16" 0.C. [1333 | [13 | [s | az
HALLS: Wood Frame, 16" 0.C. [2s8 | [13 | [m | 21
GLNZING: Windows or Doors 9z
GLAZING: Windows or Doors 51
DUURS 1
FLOORS: Ouer Unconditioned Space a5
FLOORS: Ower Outside Air 1
SLAD LOORS: Unheated, 248" insul. (02 | [0 | G4

Building Components List

17
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Area or Perimeter

Insulation R-Value

Sheathing R-Value

18

Y ou must enter an integer value representing the area or perimeter of each
component in your building design. For wall components, enter the net opague
wall area (do not include windows and doors). For ceiling components, enter the
net opaque ceiling area (do not include skylights). Slab floor components require a
perimeter and must be entered in linear feet. All other components require an area
in square feet. Y ou must enter a positive integer value in each Area or Perimeter
field before compliance can be determined.

Enter the R-value of the insulation to be installed for each ceiling, wall, floor, and
foundation component. Do not include the R-value of insulating sheathing (which
is entered in the Sheathing R-Value fields) or other materials (such as framing or
structural sheathing).

e  Cailings. Provide the R-value of the cavity insulation to be installed. For
stress-skin insulated ceiling panels, enter the manufacturer-rated R-value for
the entire assembly.

Walls. Provide the R-value of the cavity insulation to be installed in wood-
or metal-frame walls. For concrete and masonry walls, enter the interior
wall insulation only. For stress-skin insulated wall panels, enter the
manufacturer-reported test R-value for the entire assembly.

. Floors. Provide the R-value of the cavity insulation to be installed.

. Basement Walls. Provide the R-value of the insulation to be installed. |If
you intend to install both exterior and interior insulation, enter the sum of
both R-values. For insulating foam concrete form systems and
premanufactured concrete panels, enter the manufacturer rated R-value for
the entire assembly.

. Slab Floors. Provide the R-value of the insulation to be installed around the
slab perimeter.

e« Crawl Space Walls. Provide the R-value of the insulation to be installed on
the crawl space walls.

Enter the R-value of any insulating sheathing material to be installed. Do not
include the R-value of other materials (such as exterior siding, roofing, structural
sheathing, and interior drywall). If no sheathing will be installed, enter zero. The
following components have Sheathing R-Value fields:

e  Cadilings. For ventilated ceilings, insulating sheathing must be placed
between the conditioned space and the ventilated portion of the roof
(typically applied to the trusses or rafters immediately behind the drywall or
other ceiling finish material).
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«  Wood- and Metal-Frame Walls. Enter the R-value of exterior insulating
sheathing.

e« Concreteor Masonry Above-Grade Walls. Enter the R-value of all
insulation to be installed on the exterior of the wall.

Glazing/Door U-Value

UA

For windows, doors, and skylights, enter the assembly U-value of each glazing and
door component. U-values for glazing assemblies and opaque doors must be tested
and documented by the manufacturer in accordance with the NFRC® test procedure
or taken from Appendix B of this user's guide.

For ceilings, walls, floors, and foundations, the component's U-value is computed
based on the cavity insulation and sheathing (where appropriate). For glazing and
doors, you are asked to enter the U-value directly into the Glazing/Door U-Value
fields. Each component U-value is multiplied by its corresponding areato give a
UA value (U-value x Area).” The UA of each component is displayed in the far
right column on the screen. Y ou cannot directly alter the UA values. They are
displayed to give you some indication of how each component impacts the total UA
of your building. A large UA indicates the heat loss through that component is
more significant than the heat loss through a component with asmall UA.

(a) National Fenestration Rating CouncilNFRC 100-91: Procedure for Determining Fenestration Product Thermal Properties.
(b) Slab UAs are actually the result of multiplying an F-value by a perimeter.
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Building Components

The buttons at the top of the Building Description screen are used for choosing the
building components in your proposed design. Y ou can select from eight buttons
representing general building components -- ceilings, walls, glazing, doors, floors,
basement walls, slab floors, and crawls space walls. When you select any of these
buttons except the Doors button, you are prompted for more information about the
component. After supplying this information, the component is added to the list
displayed on the Building Description screen. A door entry does not require any
additional information; therefore, selecting the Doors button causes a door
component to be added directly to the building components list. The list continues
to grow as you add new components. You may add as many components as you
need to describe your building, including multiple components of the same type.

This chapter describes the eight building components that you will use to create
your own building components list and the information you are asked to provide
about each component.

| Qeilingsa Halls E Glazing E Doors E Floors EEl_asemenla Slah E Crawl g

Building Component Buttons

N

Floors

Select the floor type(s):
4 Floor Over Unconditioned Space

EFIDOP Over Outdoor Air Floors

Screen

‘ (1] 4 E |Qam:el

Area or Insulation Sheathing Glazing~Door

Perimeter R-Ualue R-Ualue U-Ualue uA

DOORS 1
DOORS B35 6
FLOORS: Over’ Uncondil as
FLOORS: Ouer Outside Mir 1
SLAD FLOORS: Unhcated, 24.8" insul. o ] G4

Building Components List

Adding Floor Components to the Building Components List
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Ceilings

22

When you select the Ceilings button, the Ceilings screen appears.

Ceilings

Select the ceiling tupels): —
] cCeiling

[ ] Ceiling, Raised Truss
DSIress—Skin Ceiling Panels

| 1].4 Cancel

Ceilings Screen

Ceiling types can be toggled on and off by clicking on them with the mouse or
pressing Enter when they are highlighted. If aceiling typeis selected, an " X"
appears in the square to the left of the text. After choosing one or more ceiling
types, select the OK button to transfer them to your list of building components.
Select the Cancel button to return to the Building Description screen without adding
any new ceiling components.

After creating a ceiling component, provide the net ceiling area in its corresponding
areafield (do not include the area of skylights). Ceiling area should be measured
on the slope of the finished interior surface.

Enter the R-value of the insulation to be installed in each ceiling component in its
corresponding Insulation R-Value field and enter the R-Value of insulating
sheathing (if used) in the Sheathing R-Value field. For ventilated ceilings,
insulating sheathing must be placed between the conditioned space and the
ventilated portion of the roof (typically applied to the trusses or rafters immediately
behind the drywall or other ceiling finish material). Sheathing placed on the roof
deck over a ventilated attic does not qualify. For stress-skin insulated ceiling
panels, enter the manufacturer-rated R-value for the entire assembly.

To receive credit for araised truss, the insulation must achieve its full insulation
thickness over the exterior walls.
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Walls

When you select the Walls button, the Walls screen appears.

Llalls

— Select the wall type(s):
[|Wood Frame Wall, 16" 0.C.

[ 1Hood Frame Wall, 24" 0.C.
[ ]Metal Frame Wall, 16™ 0O.C.
[ IHetal Frame Wall, 24" O.C.
[ ] Concrete, Masonru, or Log Hall

DEir‘ass—Ekin Hall Panels

| [1].4 | Cancel

Walls Screen

Wall types can be toggled on and off by clicking on them with the mouse or
pressing Enter when they are highlighted. If awall typeis selected, an " X"
appears in the square to the left of the text. To qualify as a concrete or masonry
wall, the wall must have a heat capacity greater than or equal to 6 Btu/ft*°F (123
kj/m2°K). Masonry and concrete walls having a mass greater than or equal to 30
Ib/ft? (146 kg/m?) and solid wood walls having a mass greater than or equal to 20
Ib/ft? (98 kg/m?) will meet this requirement. Stress-skin wall panels are typically 4-
to 6-in. stressed skin panels with foam insulation sandwiched between oriented
strand-board (OSB). After choosing one or more wall types, select the OK button
to transfer them to your list of building components.

After creating a wall component, provide the net wall area in its corresponding area
field. The net wall areaincludes

»  theopague area of all above-grade walls enclosing conditioned spaces,
excluding doors and windows

»  the peripheral edges of floors (the area of the band joist and subfloor between
floors)

e theopague area of any individual wall of a conditioned basement with an
average depth less than 50% below grade (excluding basement doors and
windows but including the below-grade portion of the wall). For further
clarification refer to the basement wall examples given later in this Chapter.
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Glazing
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Enter the R-value of the insulation to be installed in each wall component in its
corresponding Insulation R-Value field. For stress-skin panels, enter the
manufacturer-reported test R-value for the entire assembly.

Enter the R-value of the insulating sheathing to be installed (if any) in the
Sheathing R-Value field. For concrete and masonry walls, enter the R-value of any
insulation to be installed on the interior of the wall in the Insulation R-Value field
and enter the R-value of any insulation to be installed on the exterior of thewall in
the Sheathing R-value field.

When you select the Glazing button, the Glazing screen appears. Glazing is any
translucent or transparent material in exterior openings, including windows, sliding-
glass doors, patio doors, skylights, and glass block.

Glazing

Dl-linduu.ls or Glass Doors

Select the glazing typel(s) ——
|7 ] Skulights

| (1.4 Cancel

Glazing Screen

After choosing one or more glazing components, select the OK button to transfer
them to your list of building components. |f you need more than one entry of the
same glazing type, repeat this process to add additional components. Y ou are not
required, however, to add a new component to your list for each glazing assembly
in your building. All glazing assemblies with the same U-value can be entered as a
single component by entering the sum of the glazing assembly areas into the
corresponding area field.

After creating a glazing component, provide the area for each component in its
corresponding areafield. Glazing areaisthe interior surface area of the entire
assembly, including glazing, sash, curbing, and other framing elements. The
nominal area or rough opening is also acceptable for flat windows. The area of
windows in the exterior walls of conditioned basements should be included.
Windows in unconditioned basements are NOT included.

Enter the U-value for each component in its corresponding U-value field.
U-values for glazing must be tested and documented by the manufacturer in
accordance with the NFRC test procedure or taken from Appendix B of this user's
guide. Center-of-glass U-values cannot be used.
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Doors

Floors

Select the Doors button to add a door component to your design. Each time the
Doors button is selected, a new door component is added to the list. Enter the
nominal door area or rough opening area of all exterior doors in the Area or
Perimeter fields and the U-value for each door component in the Glazing/Door
U-value field. Doors located in the walls of conditioned basements and doors
separating a conditioned space from an unconditioned garage must be included.

If you need more than one door component, repeat this process to add additional
components to the list. Y ou are not required, however, to add a new component to
your list for each door in your building. All doors with the same U-value may be
entered as a single component by entering the sum of the door areas into the
corresponding area field.

Door U-values must be tested and documented by the manufacturer in accordance
with the NFRC test procedure or taken from Appendix B of this user's guide. If the
door is rated with an aggregate R-value (an R-value that includes both the glass and
opague area), the following equation applies:

U-Value = 1

R-Value

If adoor contains glass and an aggregate R-value or U-value rating for that door is
not available, enter the door's glass area as a separate glazing component and enter
the opague door U-value and area as a door component. The U-values listed in
Appendix B are only for doors without glass.

When you select the Floors button, the Floors screen appears.

Floors

Select the floor type(s)i ——
|7 DF'DD[‘ Over Unconditioned Space

|:|Flnnr' Over Outdoor Hir

‘ 0K I | Cancel |

Floors Screen

Floors over unconditioned space include all floors over unconditioned (neither
heated nor cooled) basements, crawl spaces, and garages. Floors over outdoor air
include floor cantilevers, floors of an elevated home, and floors of overhangs (such
as the floor directly above a recessed entryway or open carport). Floors over
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heated spaces are not part of the building envelope and should not be included. See
Appendix C for an explanation of the building envelope.

Select one or more floor types, then select the OK button to transfer them to your
list of building components. After creating a floor component, provide the floor
areain its corresponding area field. Exclude porches, carports, exterior stairways,
chimneys, and similar spaces. Enter the R-value of the insulation to be installed in
each floor component in its corresponding insulation R-value field.

Basement Walls

Height of Wall

When you select the Basement button, the Basement Walls screen appears.

Basemen! Halls

It more than 58% of the basement wall area is abouwe grade,

einler il das an dbuve—yrade wall using s "Halls" bullon.

Heiaht of Mall: .

(from the top of the wall to the basement floor)

Depth Below Grade: |8 ft.

(from the finished outside grade to the bascment floor)

Depth of Insulatlon: t.

(from the top of the wall tn where the insulatinon staps)

NOTE: Instructions for entering concrete foundations with
wood kneewalls and walk-out basements are given in
Lhapter U of your User's Luide.

Basement Walls Screen

Any individual wall of a conditioned basement with an average depth 50% or more
below grade should be entered using the Basement button. Walls of conditioned
basements with an average wall area less than 50% below grade should be entered
as an above-grade wall using the Walls button.

The Basement Walls screen requires the following information:

Provide the height of the wall (ft) as measured from the top of the wall to the
basement floor.

Depth Below Grade
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Provide the depth (ft) that the wall extends from the finished grade surface to the
basement floor. If the grade is sloped or uneven, provide an average depth below
grade.
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Depth of Insulation
Provide the depth (ft) of the insulation you intend to install on your basement wall
as measured from the top of the wall to where the insulation stops. The insulation
must extend from the top of the basement wall downward to a depth equal to the
value entered in thisfield. Note that for afully insulated wall, the depth of
insulation should be equal to the height of the wall. For basement walls with non-
uniform insulation depths, enter an average. MECcheck™ accepts basement
insulation depths from 0 to 10 ft. If you enter a depth of 0, the program assumes no
insulation is to be installed and the R-value of your insulation is set to R-0.

After providing the above information, select the OK button to add this basement
wall component to your list of building components. The information that you have
entered in the Basement Walls screen will become part of the component
description and cannot be altered once the component is added to your list. If you
later decide to change this information, you must delete the original basement
component and add a new basement component to your list.

After adding a basement wall component to your list, you must provide the
basement opaque wall area (ft%) in the Area or Perimeter field. The area of
basement windows and doors should not be included but, instead, should be entered
using the Glazing and Doors buttons.

Enter the R-value of the insulation to be installed in the Insulation R-Value field. If
you intend to install insulation on both the exterior and interior of the wall, enter the
sum of both R-values.

Multiple Components: Uniform basement walls may be entered as a single
component. If awall has more than one insulation R-value, you should enter that
wall as two separate basement wall components. In this case, provide the above
information for each wall section asiif it were a stand-alone wall. For example,
enter the height of the wall section under consideration instead of the height of the
entirewall. The following examplesillustrate how to enter concrete foundations
with wood kneewalls, walk-out basements, and basement walls constructed from
specialty foundation systems.

Example 1. Wood Kneewalls
Assume a basement is to be constructed with 3-ft-high wood kneewalls built on a 5-
ft-high concrete foundation. R-13 insulation will be installed in the wood kneewall
cavities and R-5 rigid insulation will be installed on the concrete foundation walls.
The wood kneewalls are completely above grade and fully insulated. The concrete
foundation walls are 4 ft below grade and fully insulated.

Create one basement wall component for the wood kneewalls and enter the
following information:

. Height of Wall 3ft
. Depth Below Grade 0 ft
. Depth of Insulation 3 ft.
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Create a second basement wall component for the concrete foundation and enter the
following information.

. Height of Wall 5ft
. Depth Below Grade 4 ft
. Depth of Insulation 5 ft.

Two basement wall components will be added to your list of building components.
Provide the opague wall area of the wood kneewalls and enter the insulation
R-value as R-13. Provide the opaque wall area of the concrete foundation walls
and enter the insulation R-value as R-5.

Example 2: Walk-Out Basement
Assume an 8-ft basement is to be built on a slope so that the front wall is 7 ft below
grade and the rear wall istotally above grade. The ground level along both side
wallsis sloped so that approximately 50% of each wall is below grade. The rear
basement wall will be wood-frame construction with R-19 insulation. The other
three walls will be concrete walls with R-10 insulation. All four walls will be fully
insulated.

Create one basement component for the front wall and enter the following

information:
. Height of Wall 8 ft
. Depth Below Grade 7 ft
. Depth of Insulation 8 ft.

The two side walls are at least 50% below grade, so they are entered as a basement
wall component. If they were less than 50% below grade, they would be entered as
an above-grade wall component. Therefore, create a second basement wall
component for the two side walls and enter the following information:

. Height of Wall 8 ft
. Depth Below Grade 4 ft
. Depth of Insulation 8 ft.

Therear wall is fully above grade and should be entered as an above-grade wall
using the Walls button. Note that the basement floor along this wall should be
considered a slab-on-grade component. Create a slab component using the Slab
button and enter the length of the basement floor along thiswall in the Area or
Perimeter field.
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Example 3: Specialty Foundation Systems
Manufacturers of insulating foam concrete form systems and premanufactured
concrete panels with integrated insulation generally supply R-value ratings for the
entire wall, not just the insulation. Where the R-value of the insulation alone is not
know, the manufacturer overall wall R-value rating may be used in the Insulation
R-value field.

Slab Floors

When you select the Slab button, the Sab Floors screen appears.

Slab Floors
Select the slab type:
[ unheated Slab [JHeated Slab

Enter the depth of the insulation, including

e Tuvlal verlical amd horcizonlal dislanmee.

Depth of Insulation: in.

Sab Floors Screen

To add a slab component to your list of building components, select the desired slab
type with the mouse or use the arrow keys to highlight your choice then press

Enter to select it. A heated slab is one in which the heating elements or hot air
distribution system is in contact with or placed within the slab or the subgrade.

In the Depth of Insulation field, you must provide the depth (in.) of the insulation
you intend to install around your slab perimeter. The insulation can be installed
using any of the following configurations, but in all cases it must start at the top of
the slab:

e Theslab insulation extends from the top of the slab downward to the
specified depth.

e Theslab insulation extends from the top of the slab downward to the bottom
of the slab and then horizontally underneath the slab for a minimum total
distance equal to or greater than the specified depth.

e Theslab insulation extends from the top of the slab downward to the bottom
of the slab and then horizontally away from the slab for a minimum total
distance equal to or greater than the specified depth. The horizontal
insulation must be covered by pavement or at least 10 in. of soil.
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Sab Insulation Depth

The top edge of insulation installed between the exterior wall and the interior slab

can be cut at a45° angle away from the exterior wall.

M ECcheck™ accepts slab insulation depths from 0 to 48 in. If you enter a depth of

0, the program assumes no insulation is to be installed and the R-value of your
insulation is set to R-0.

After adding a slab component, provide the perimeter of the slab floor in its
corresponding Area or Perimeter field and provide the R-value of the perimeter
insulation in the Insulation R-Value field.
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Crawl Space Walls

Height of Wall

When you select the Crawl button, the Crawl Space Walls screen appears.

Crawl Space Walls

Height of HWall: Y| in.

(From the top of the wall to the top of the footing.)

Dopth Bolow Grado in.

(From nutside grade tn the tnp nf the fonting.)

Depth of Insulation: in.

(Includes the total vertical and horlzontal distance.)

Cancel

Crawl Space Walls Screen

The crawl space wall option is for walls of unventilated crawl spaces (i.e. not
directly vented to the outside). The Crawl Space Walls screen requires the
following information:

Provide the height of the wall (in.) as measured from the top of the crawl space
wall to the top of the footing.

Depth Below Grade

Provide the depth (in.) that the wall extends from the outside finished grade surface
to the top of the footing.

Depth of Insulation

In the Depth of Insulation field, provide the depth (in.) of the insulation you intend
to install as measured from the top of the wall to where the insulation stops. This
distance should include the total vertical and horizontal distance (see the following
illustration). Because the horizontal distance isincluded, the depth of insulation
may be greater than the height of the wall. MECcheck™ accepts crawl space wall
insulation depths from 0 to 84 in. If you enter a depth of 0, the program assumes
no insulation is to be installed and the R-value of your insulation is set to R-0.

Select the OK button to add this crawl space wall component to your list of building
components. The information that you have entered in the Crawl Space Walls
screen will become part of the component description and cannot be altered once
the component is added to your list. If you later decide to change this information,
you must delete the original crawl space wall component and add a new crawl
space wall component to your list.
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Crawl Space Wall Insulation Depth

After adding a craw! space wall component to your list, you must provide the crawl
space opaque wall area (ft%) in the Area or Perimeter field. The area should
include the area of the entire wall, even if only a portion of the wall isinsulated.
Enter the R-value of the insulation to be installed in the Insulation R-Value field.
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New
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Menus

The Menu Bar located at the top of the Building Description screen is used to select
the File, Trade-Offs, Project, and Help menus.

The data you enter into MECcheck™ can be stored on your hard disk in a project
datafile. Separate datafiles can be created for different building projects or for
alternate designs of the same project. Datafiles allow you to retrieve and alter
designs at any time. Report files allow you to print the information you have
entered and to document the compliance results determined by MECcheck™. The
File menu contains options allowing you to create (New), retrieve (Open), and save
project data files and to create project reports.

In this guide, filename refers to a standard DOS filename, which can be up to eight
charactersin length with an extension of up to three characters. Data files created
by MECcheck™ must have the extension .MEC, and report files must have the
extension .RPT. If you prefer, when you are asked to provide a filename, you may
leave the extensions off and let MECcheck™ enter them for you. For more details,
see Chapter 12.

'1E[Zl:he|:k 2.8 .~ 1995 MEC Building Description:
File Trade-Offs Project Help

Hew ; Glazing g Doors ; Floors gﬁasemenla Slab E Crawl g

?En Required UA Your Home
Save

Sawe As Area or Insulation Sheathing GlazingDoor

Perimeter R-Ualue R-VUalue U-Ualue uA
Delete

Create Report

Exil

File Menu

The New option allows you to erase the current data and begin a new project data
file. When you select New, MECcheck™ asks if you wish to save the current data.
Select Yes to save the current data or No if you do not want to save the current data.
If you select Yes and afileis already open, the open file is updated to contain the
current data. If no fileis open, the Files screen appears and you are asked for a
filename to which the data will be saved.
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Open

Save

Save As

Delete

Create Report

Exit
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When you want to revise or examine an existing file, you must retrieve a copy of
the file by bringing it to the screen. Thisisreferred to as opening the file. The
Open option allows you to open an existing project datafile. When you select
Open, the Files screen appears and you are asked for the filename of the project
datafileto retrieve. If an existing file is already open, you are asked if you wish to
save the currently open file before opening another file.

The Save option allows you to save your current data to the filename shown on the
Title Bar. If no fileis open, the Files screen appears and you are asked for a
filename.

The Save As option allows you to save your current project data file to a new name.
This option is useful when an existing file is opened then modified. If you want to
save copies of both the original and modified file, use Save As to rename the
modified file.

The Delete option allows you to erase a previously created project data file. When
you select Delete, the Files screen appears and you are asked for the name of the
file to be deleted.

The Create Report option allows you to generate a report listing project data and
compliance results. When you select the Create Report option, the Reports screen
appears, asking whether the report should be saved to afile or sent to the printer
(you may select both). If you elect to send the report to the printer, the report is
sent to LPT1. A report cannot be printed if a printer is not correctly connected to
LPT1. Anexamplereport iscontained in Appendix D and is included with the

M ECcheck™ software (EXAMPLE.RPT).

Reporis

Select the report destination(s)
|7 DSend Report to Printer

[1Save Report to File

‘ 0K | |§ance||

Reports Screen

The Exit option allows you to exit MECcheck™ and return to DOS.
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Trade-Offs Menu

The Trade-Offs menu is used to select non-envelope trade-offs. M ECcheck™
Version 2.0 offers trade-offs for high-efficiency heating and cooling equipment.
Chapter 11 explains how to use the high-efficiency equipment trade-off.

MECcheck 28 .~ 1995 MEC Building Description:
File Trade-Offs Project Help
Qeili HVAC Efficiency llazing ; Doors ; Floors ;ﬁasemenlg Slab E Crawl g

Compliance l:l Required UA Your Home

Area or Insulation Sheathing Glazing~Door

Perimeter R-Ualue R-Ualue U-Ualue uA

Trade-Offs Menu

Project Menu

The Project menu is used to bring up the Required Information and Optional
Information screens.

'1E[Zl:hel:k Z.A .~ 1995 HEC Building Description:
File Trade-Offs Project Help
Required Information

Floors Eﬁasementa Slah E Crawl %

Optional Information
=p Required UA Your Home

Area or Insulation Sheathing Glazing~Door
Perimeter R-Ualue R-Ualue U-Ualue un

Ceilings

Compliance

Project Menu

Required Information
When you select Required Information, you are asked to provide your building's
location and construction type (single family or multifamily). Thisinformation
DOES affect the compliance determination, so be sure it is correct. For more
information about the Required Information screen, see Chapter 6.

Optional Information
When you select Optional Information, you are asked to provide general
information about your project. None of this information affects the compliance
determination. All of the information entered in this screen will be included in
your reports. For more information about the Optional Information screen, see
Chapter 10.
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Help Menu

Action Keys

I ndex

The Help menu provides general information on how to use MECcheck™. You
can scroll through the help screens by using the Up and Down Arrow keys, Page
Up and Page Down keys, or by clicking on the scroll bar with amouse. Y ou can
remove the help screens by pressing Escape or by clicking the mouse on another
screen.

'1E[Zl:hel:k Z.A .~ 1995 HEC Building Description:
File Trade-Offs Project Help
Ceilings ; Ualls g Glaz Action Keys bur's EBasementE Slab E Crawl %

Enmpliancel Inde.. Henus Your Home

Mouse Control
About MECchec Sheathing Glazing~Door
P{ Files R-Value U-Ualue UA
Reports

Help

Help Menu and Index Submenu

The Action Keys option displays an abbreviated version of the keys used to run
MECcheck™. A more thorough listing is given in Chapter 5.

The Index option brings up a submenu containing alist of help topics. The
submenu options are Menus, Mouse Control, Files, Reports, and Help. You can
select these options by using hot keys (such as Alt+H for Help, Alt+R for Reports,
and Alt+M for Menus). You can also use arrow keys or a mouse to negotiate
through the submenus.

About MECcheck™

36

The About M ECcheck™ option displays the program'’s version number and release
date.



Date of Plans

Title

Project

Company

Notes

Chapter 10

Optional Information

The Optional Information screen is used to enter information about your project.
All of the information entered in this screen is included in your project report.
None of thisinformation is required by the program to determine compliance with
the MEC. Thisinformation may be useful, however, to the building department or
as away to track and label your reports.

Optional Information

Title [

Pro ject

Company

Notes

Optional Information Screen

The Date of Plansfield is used to record the date stamped on the building plans.
This date can be used to track the plans on which the MECcheck™ documentation
is based, in the event that the plans are later modified.

The Titlefield is a single-line text field used to enter a project title. Y ou can use
the title to identify specific projects. Thistitleis displayed at the top of your report.

Enter a description of your project in the Project field (such as the project name
and address). Y ou can use common text-editing keys to enter a description up to
400 charactersin length.

Enter a description of your company in the Company field (such as the name and
address). Y ou can use common text-editing keys to enter a description up to 400
charactersin length.

Enter any additional information in the Notes field. Y ou can use common text-
editing keys to enter notes up to 400 characters in length.
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HVAC Efficiency

When you select the HVAC Efficiency option from the Trade-Offs menu, the
Heating and Cooling Efficiency screen appears. Trade-offs are allowed for

efficient gas and oil furnaces, boilers, and electric heat pumps and air conditioners.

No credit is given for electric resistance heating.

lleating and Cooling Llficiency

Ho trade—off available for electric resistance heating.

| (114 g | Cancel g

Minimum
FURNACE AFUE 79.0
BOILER: Except Gas Steam AFUE 20.0
RNl FR: [Aas Steam AFIIF E Ta.A
HEAT PUMP:
Heating Mode HSPF 6.8
Cooling Hode SEER 16.8
AIR CONDITIONER SEER 16.8

Heating and Cooling Efficiency Screen

Minimum-required heating and cooling equipment efficiencies set by NAECA®@ are

displayed in the right-hand column of the screen. If the equipment you plan to
install exceeds these minimums, you qualify for the high-efficiency equipment
credit. Typethe annual fuel utilization efficiency (AFUE), heating seasonal

performance factor (HSPF), or seasonal energy efficiency ratio (SEER) in the

appropriate space.

Y ou can receive credit for only one piece of heating equipment and one piece of
cooling equipment (or asingle heat pump). If you plan to install more than one

piece of heating equipment or more than one piece of cooling equipment, you must

enter the efficiency of the equipment with the lowest rating.

After entering the efficiency of your equipment, select the OK button. The HVAC
efficiency trade-off line is then added to your building components list, displaying

the efficiency of your equipment.

(a) The National Appliance Energy Conservation Act of 1987, 42 USC 6291 et seq., as amended, Public Law 100-12.
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The high-efficiency equipment credit is applied as a percent increase in the code
house UA. To see how much credit you are getting, observe the UA value
displayed in the Required UA field. The UA will probably be smaller before taking
the credit than after. Some locations along the California coast do not qualify for
the cooling equipment credit.
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Chapter 12

Files

The Files screen is used to indicate the names of files and reports you create, open,
delete, and print. The Files screen is displayed whenever you select Open, Save As,
and Delete from the File menu. If afileisnot currently open, the Files screen is
displayed when you select Save from the File menu. If you create a report and
choose to save it to afile, the Files screen is also displayed.

File Mame: |2.HMEC

Directory: c»meccheck

Drives: Directories: Files:

=] a [= .. example.mec

E=b: Jreports

=]
= d:

Files Screen

The File Name field at the top of the screen is atext field used to enter avalid DOS
filename. Typein afilename by moving the cursor to the File Name field and
entering the name of the file you wish to open, save, or delete. Alternatively, you
may select an existing file from the Files list. To select afile from the Files list,
use the Tab key to move the cursor to the Files list box, use the Up and Down
Arrowsto scroll through the filenames, and press Enter to select afilename. You
can also use a mouse by clicking on the scroll bar and then clicking on the desired
filename.

Once your filename is selected and displayed in the File Name field, select the OK
button to accept your choice. Alternatively, you can double click the mouse on the
desired name in the Files list box. This has the same effect as clicking once on the
filename and then on the OK button.

All datafiles must have an .MEC extension, and all report files must have an .RPT

extension. If you omit the extension when entering a filename, MECcheck™
automatically adds the correct extension for you. When you select file options that

41



Chapter 12 Files

MEC check

Directory

Drives

Directories

Files

OK

Cancel
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apply only to data files (Open, Save, Save As, and Delete), the Files list will only
contain files that end with the MEC extension. When you select file options that
apply only to report files (Create Report), the Files list will only contain files that
end with the .RPT extension.

The Directory field always displays the current directory. Y ou cannot alter this
field; it isfor display only.

The Drives list is used to change drives. This feature is used to store and retrieve
filesin other drives on your computer.

The Directories list is used to change directories. This feature is used to store and
retrieve files in other directories on your computer.

The Files list contains the names of all files found in the current directory matching
the filename template shown in the File Name field. For example, if the File Name
field reads * .MEC, all files ending with the extension .MEC are listed in the Files
list.

Select the OK button to choose the file displayed in the File Name field.

Select the Cancel button to exit this screen without altering any files.
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Appendix A

Definitions

The MEC applies to new residential buildings and additions to existing buildings.
Additions can be shown to comply by themselves without reference to the rest of
the building. Alternatively, the entire building (the existing building plus the new
addition) can be shown to comply.

Basement walls that enclose conditioned spaces are part of the building envelope.
Basement wall refers to the opaque portion of the wall (excluding windows and
doors). To be considered a basement wall, the average gross wall area (including
openings) must be at least 50% below grade. Treat walls on each side of the
basement individually when determining if they are above grade or basement walls.
For any individual wall less than 50% below grade, include the entire opaque wall
area as part of the above-grade walls.

The building envelope includes all components of a building that enclose
conditioned spaces (see the definition of conditioned space). Building envelope
components separate conditioned spaces from unconditioned spaces or from outside
air. For example, walls and doors between an unheated garage and aliving area are
part of the building envelope; walls separating an unheated garage from the outside
are not. Although floors of conditioned basements and conditioned craw! spaces
are technically part of the building envelope, the MEC does not specify insulation
requirements for these components and they can be ignored.

The ceiling requirements apply to portions of the roof and/or ceiling through which
heat flows. Ceiling components include the interior surface of flat ceilings below
attics, the interior surface of cathedral or vaulted ceilings, and skylights. The
ceiling requirements also apply to floors over outside air, including floor
cantilevers, floors of an elevated home, and floors of overhangs (such as the floor
above arecessed entryway or open carport).

A spaceis conditioned if heating and/or cooling is deliberately supplied to it or is
indirectly supplied through uninsulated surfaces of water or heating equipment or
through uninsulated ducts. For example, a basement with registers or heating
devices designed to supply heat is conditioned.

The MECcheck™ crawl space wall insulation requirements are for the exterior
walls of unventilated crawl spaces (i.e. not directly vented to the outside) below
uninsulated floors. A crawl space wall component includes the opague portion of a
wall that encloses a crawl space and is partially or totally below grade.

Doors include all openable opagque assemblies located in exterior walls of the
building envelope. Doors with glass can be treated as a single door assembly, in
which case an aggregate U-value (a U-value that includes both the glass and opague
area) must be used; OR the glass area of the door can be included with the other
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glazing and an opaque door U-value can be used to determine compliance of the
door.

Dwelling Unit A single housekeeping unit of one or more rooms providing complete, independent
living facilities, including permanent provisions for living, sleeping, eating, cooking
and sanitation.

Envelope See Building Envelope

Glazing Glazing is any translucent or transparent material in exterior openings of buildings,
including windows, skylights, sliding glass doors, the glass areas of opaque doors,
and glass block.

Glazing Area The area of aglazing assembly is the interior surface area of the entire assembly,
including glazing, sash, curbing, and other framing elements. The nominal area or
rough opening is also acceptable for flat windows and doors.

Floor Area Not all floorsin a building are considered when computing the floor area for
compliance purposes:

. Floors over unconditioned spaces (such as floors over an unheated garage,
basement, or crawl| space) must be insulated.

. Floors over outside air (such as floors of overhangs and floors of an elevated
home) must also be insulated but are subject to the ceiling requirements
rather than the floor over unconditioned space requirements.

. In most locations, slab-on-grade floors of conditioned spaces must be
insulated along the slab perimeter.

. Floors of basements and crawl spaces are not subject to an insulation
requirement and do not have to be included as a building envelope
component, even if the basement or crawl space is conditioned. In some
cases, however, crawl space wall insulation is required to extend down from
the top of the wall to the top of the footing and then horizontally a short
distance along the floor.

. Floors separating two conditioned spaces are not subject to an insulation
requirement and do not have to be included as a building envelope
component.

GrossWall Area The gross wall areaincludes the opaque area of above-grade walls, the opaque area
of any individual wall of a conditioned basement less than 50% below grade
(including the below-grade portions), all windows and doors (including windows
and doors of conditioned basements), and the peripheral edges of floors.

Multifamily A multifamily building is aresidential building three stories or lessin height that
contains three or more attached dwelling units. Multifamily buildings include
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Net Wall Area

Opaque Areas

Raised Truss

R-Value

Single Family

Slab Edge

U-Value

apartments, condominiums, townhouses, and rowhouses. Hotels and motels are
considered commercial rather than residential buildings.

The net wall area includes the opagque wall area of all above-grade walls enclosing
conditioned spaces, the opaque area of conditioned basement walls less than 50%
below grade (including the below-grade portions), and peripheral edges of floors.
The net wall area does not include windows, doors, or other such openings, as they
are treated separately.

Opaque areas as referenced in this guide include all areas of the building envelope
except openings for windows, skylights, doors, and building service systems. For
example, although solid wood and metal doors are opague, they should not be
included as part of the opagque wall area (also referred to as the net wall area).

Raised truss refers to any roof/ceiling construction that allows the insulation to
achieve its full thickness over the exterior walls. Several constructions allow for
this, including elevating the heel (sometimes referred to as an energy truss, raised-
heel truss, or Arkansas truss), use of cantilevered or oversized trusses, lowering the
ceiling joists, or framing with araised rafter plate.

R-value (h-ft>°F/Btu) is a measure of thermal resistance, or how well a material or
series of materials resists the flow of heat. R-valueisthe reciprocal of
U-value:

1

U-Value

R-Value =

As defined by the MEC, a single-family building is a detached one- or two-family
residential building.

Slab edge refers to the perimeter of a slab-on-grade floor, where the top edge of the
slab floor is above the finished grade or 12 in. or less below the finished grade.

U-value (Btu/h-ft>°F) is a measure of how well a material or series of materials
conducts heat. U-values for window and door assemblies are the reciprocal of the
assembly R-value:

1

R-Value

U-Value =

For other building assemblies (such as awall), the R-value used in the above
eguation is the R-value of the entire assembly, not just the insulation.
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Glazing and Door U-Values

The glazing and opaque door U-value tables provide default U-values for glazing
and doors based on the glazing or door features. The U-values in these tables can
be used in the absence of NFRC-labeled U-values.

Glazing and doors cannot receive credit for features that cannot be clearly detected,
such as argon gas fills and low-emissivity (low-E) coatings. Windows with these
features may achieve much lower U-values than those listed in Table B-1. For
example, a double-pane wood or vinyl window with low-E glass may have a U-
value around 0.38. The same window with argon gas may be rated at 0.34.
Therefore, it may be advantageous to use test U-values for these types of windows.

Where a composite of materials from two different product typesis used, the
window or door must be assigned the higher U-value.

U-Values for Windows, Glazed Doors, and Skylights

Frame/Glazing Features Single Pane Double Pane

Metal Without Thermal Break

Operable 1.30 0.87

Fixed 117 0.69

Door 1.26 0.80

Skylight 2.02 1.30
Metal With Thermal Break

Operable 1.07 0.67

Fixed 111 0.63

Door 1.10 0.66

Skylight 1.93 1.13
Metal-Clad Wood

Operable 0.98 0.60

Fixed 1.05 0.58

Door 0.99 0.57

Skylight 1.50 0.88
Wood/Vinyl

Operable 0.94 0.56

Fixed 1.04 0.57

Door 0.98 0.56

Skylight 1.47 0.85
Glass Block Assemblies 0.60
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U-Values for Non-Glazed Doors

Steel Doors
Without Foam Core 0.60
With Foam Core 0.35

W ood Doors Without Storm With Storm
Panel With 7/16-in. Panels 0.54 0.36
Hollow Core Flush 0.46 0.32
Panel With 1 1/8-in. Panels 0.39 0.28
Solid Core Flush 0.40 0.26
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The Building Envelope

The MEC requirements are intended to limit heat loss and air |eakage through the
building envelope. The building envelope includes all of the building components
that separate conditioned spaces (conditioned space is defined in Appendix A) from
unconditioned spaces or from outside air. For example, the walls and doors
between an unheated garage and a living area are part of the building envelope; the
walls separating an unheated garage from the outside are not. Walls, floors, and
other building components separating two conditioned spaces (such as an interior
partition wall) are NOT part of the building envelope, nor are common or party
walls which separate dwelling units in multifamily buildings.

Y ou can think of the building envelope as the boundary separating the inside from
the outside and through which heat is transferred. Areas that have no heating or
cooling sources are considered to be outside the building envelope. A spaceis
conditioned if heating and/or cooling is deliberately supplied to it or isindirectly
supplied through uninsulated surfaces of water or heating equipment or through
uninsulated ducts.

To use the MECcheck™ materials, you must specify proposed insulation levels

for ceiling, wall, floor, basement wall, slab-edge, and craw! space wall components
located in the building envelope. In some cases, it may be unclear how to classify a
given building element. For example, are skylight shafts considered a wall
component or a ceiling component? The following table can be used to help
determine how a given building envelope assembly should be entered in the
MECcheck™ materials.
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Building Envelope Components

Ceiling Components

Ceiling Flat ceilings

Cathedral or vaulted ceilings

Dormer roofs

Bay window roofs

Overhead portions of an interior stairway to an attic

. _________|Atichaches
Floors Over Floors of overhangs (such as the floor above a recessed entryway or carport)
Outside Air® Floor cantilevers

Floors of an elevated home

Skylights Skylight assemblies

(a) The insulation requirements for floors over outside air are the same as those for ceilings.

Wall Components

wall Opague portions of above-grade walls

Basement walls and kneewalls less than 50% below grade
Peripheral edges of floors

Gables walls bounding conditioned space

Dormer walls

Roof or attic kneewalls

Through-wall chimneys

Walls of an interior stairway to an unconditioned basement
Skylight shafts

Glazing Windows (including basement windows)
Sliding glass doors

Glass block

Transparent portions of doors

Door Opague portions of all doors (including basement doors)

Floor and Foundation Components

Floor Over Floors over an unconditioned crawl space, basement, garage, or similar
| Unconditioned Space __ | unconditioned space | __________ .
Basement Wall Opague portions of basement walls 50% or more below grade and basement

kneewalls (if part of a basement wall 50% or more below grade)

Crawl Space Wall Walls of unventilated craw! spaces below uninsulated floors
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Project Report

The following pages illustrate a report (EXAMPLE.RPT) that was created from
data stored in the project datafile EXAMPLE.MEC. Both EXAMPLE.RPT and
EXAMPLE.MEC are included on the MECcheck™ diskettes. To load this data file
into the program, select File->Open and choose EXAMPLE.MEC from the Files
list.

M ECcheck™ asks you to choose alocation from alist of cities or counties,
depending on which version you are using. The EXAMPLE.RPT report file was
created using the cities version. A report created with the counties version would
contain the name of a county instead of acity.

51



Appendix D Project Report MEC check’
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MECcheck COWPLI ANCE REPORT
1995 Mbdel Energy Code
MECcheck Software Version 2.0

|

_ |
Permt # |
|

Checked by/Date |
|

CITY: G eensboro

STATE: North Carolina

HDD: 3877

CONSTRUCTI ON TYPE: Single Fanily
DATE: 1-2-1996

DATE OF PLANS: 11-18-95

TITLE: North Meadows Devel opnent
PRQIECT | NFORVATI ON:

1010 Construction Ave.
Greensboro, North Carolina

Gui |l ford County

COVPANY | NFORNMATI ON:
Careful Builders, Inc.
120 "W St.
Greensboro, NC 27411
704- 321- 9445

COWPLI ANCE: PASSES
Required UA = 467
Your Hone = 416

Area or I nsul Sheath @ azi ng/ Door

Peri meter R-Value R-Value U Value UA
CEl LI NGS 729 38.0 0.0 22
CEl LI NGS 592 30.0 0.0 21
WALLS: Wbod Franme, 16" O C 1339 13.0 6.0 82
WALLS: Wbod Franme, 16" O C 258 13.0 0.0 21
GLAZI NG W ndows or Doors 204 0. 450 92
GLAZI NG W ndows or Doors 84 0.610 51
DOORS 20 0. 540 11
DOORS 18 0. 350 6
FLOORS: Over Unconditioned Space 938 19.0 45
FLOORS: Over Qutside Air 32 30.0 1
SLAB FLOORS: Unheated, 24.0" insul. 82 8.0 64

COWPLI ANCE STATEMENT: The proposed buil ding design represented in these
docunents is consistent with the building plans, specifications, and
other calculations submitted with the pernit application. The proposed
bui | di ng has been designed to neet the requirenments of the 1995 CABO
Mbdel Energy Code.

Bui | der/ Desi gner Dat e

Compliance Report: EXAMPLE.RPT
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Bl dg.
Dept .
Use
[]

[]

MECcheck | NSPECTI ON CHECKLI ST
1995 Mbdel Energy Code
MECcheck Software Version 2.0
North Meadows Devel opnent
DATE: 1-2-1996

CEl LI NGS:
1. R 38

Comrent s/ Locat i on
2. R30

Comrent s/ Locat i on

WALLS:
1. Wod Frane, 16" OC., R 13 + R 6
Comrent s/ Locat i on

2. Wod Frane, 16" O C., R-13
Comrent s/ Locat i on

W NDOAS AND GLASS DOORS:
1. U-value: 0.45
For wi ndows without |abeled U val ues, describe features:
# Panes Frame Type Thermal Break? [ ] Yes [ ] No
Comrent s/ Locat i on

2. U-value: 0.61
For wi ndows without |abeled U val ues, describe features:
# Panes Frame Type Thermal Break? [ ] Yes [ ] No
Coment s/ Locat i on

DOORS:
1. U-value: 0.54
Comrent s/ Locat i on

2. U-value: 0.35
Comrent s/ Locat i on

FLOORS:
1. Over Unconditioned Space, R-19
Comment s/ Locat i on

2. Over Qutside Air, R30
Commrent s/ Locat i on

SLAB- ON- GRADE FLOORS:
1. Unheated, 24.0" insul., R-8
Coment s/ Locat i on

Slab insulation to extend down fromthe top of the slab to at
| east 24" OR down to at |east the bottomof the slab then
horizontally for a total distance of 24".

Inspection Checklist: EXAMPLE.RPT
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Al R LEAKAGE:

[ ] Joints, penetrations, and all other such openings in the building
envel ope that are sources of air |eakage nust be seal ed. Recessed
lights must be type ICrated and installed with no penetrations

or installed inside an appropriate air-tight assenbly with a 0.5"
cl earance from conbustible materials and 3" clearance from

i nsul ation.

VAPOR RETARDER:
[ ] Required on the warmin-wi nter side of all non-vented franed
ceilings, walls, and floors.

MATERI ALS | DENTI FI CATI ON:

[ ] Material s and equi pnent nmust be identified so that conpliance can
be determ ned. Manufacturer manuals for all installed heating

and cool i ng equi pment and service water heating equi pment nust be
provided. Insulation R-values and gl azing U-val ues nust be clearly
marked on the building plans or specifications.

DUCT | NSULATI ON:
[ ] Ducts in unconditioned spaces nust be insulated to R-5.
Ducts outside the building nust be insulated to R-6.5.

DUCT CONSTRUCTI ON:

[ ] Al'l ducts nust be sealed with mastic and fibrous backing tape.
Pressure-sensitive tape may be used for fibrous ducts. The HVAC
system nmust provide a neans for bal ancing air and water systens.

TEMPERATURE CONTROLS:

[ ] Thernostats are required for each separate HVAC system A manual
or automatic means to partially restrict or shut off the heating
and/or cooling input to each zone or floor shall be provided.

M SC REQUI REMENTS:

[ ] Refer to the MECcheck Manual for requirenents relating to sw nmng
pool s, HVAC pi pi ng conveying fluids above 120 F or chilled fluids
bel ow 55 F, and circul ating hot water systens.

----NOTES TO FIELD (Building Departnent Use Only)---------cmmmmmmmnaonnnn

Inspection Checklist (cont.): EXAMPLE.RPT
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Changing Location Files

The following text provides instructions for changing from the city version of the
M ECcheck™ software to the county version.

The MECcheck™ software contains three location files:
1) The CITIESfile contains alist of cities for each state.
2) The COUNTIES file contains a list of counties for each state.

3) The LOCATION fileisthefile that is actually used by the software.

By default, the LOCATION fileisidentical to the CITIES file. When

you start the software you will be presented with alist of cities.

Changing to Counties
If you prefer to use the county version, copy the COUNTIES file into the
LOCATION file by typing the following command while in the directory
where the MECcheck™ files are located:

COPY COUNTIES LOCATION
Changing Back to Cities
Type the following command to copy the list of cities back into the

LOCATION file:

COPY CITIESLOCATION

Noteworthy...

If you have saved a data file for a building, the location for that building is also
saved. If you subsequently change the LOCATION file as described above
and try to load that data file back into the M ECcheck™ software, MECcheck™
will not find the specified building location and will set the location to a
default. Therefore, after loading the file into the program, you must go back to
the Required Information screen and reselect your location.
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Modifying the Cities or
Counties

M ECcheck™ accesses a list of cities or counties, depending on which version you
are using. The cities are stored in afile named CITIES and the counties are stored
in afile named COUNTIES. These files come with the MECcheck™ software and
should be located in the same directory as the MECcheck™ executable file
(MECCHECK_.EXE).

The software uses a file named LOCATION, which will be identical to either the
CITIESfile or the COUNTIESfile. Thefirst line of the CITIES file contains the
word *cities and the first line of the COUNTIES file contains the word * counties.
This keyword tells the software whether cities or counties are currently contained in
the LOCATION file, and should not be changed. The following text and
illustration apply to the cities version. However, modifications can be made to the
counties version in exactly the same manner.

The CITIES file begins with an alphabetical list of the states. The second line of
the file contains an asterisk (*) followed by the word states. All asterisks are very
important because they delineate the sections of the file.

*cities
*states
Alabama
Alaska
Arizona

Wisconsin

Wyoming

Cuba

Puerto Rico

Virgin Islands
*Alabama
Andalusia,2305,24260,
Anniston,2879,18152,

Union Springs,2432,21872,
Valley Head,3968,13018,
*Alaska

Adak,8938,0,
Anchorage,10825,35,

Wrangell,8204,361,
Yakutat,9609,1,
*Arizona

etc.

Cities File
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The list of statesis followed by lists of cities for each state. The cities for each
state are listed separately, starting with the cities for Alabama. The Alabama cities
start directly after the line reading * Alabama.

Each city name is followed by two climate values that apply to that city. The first
value represents the heating degree-days base 65°F (HDD), and the second value
represents the cooling degree-hours base 74°F (CDH). A commais used to
separate the city name, HDD, and CDH values. A comma also terminates each
line. Each line must include three commas (and no more). Commas MAY NOT
be used as part of acity name. Remove extra space on either side of all commas.

To add, delete, or modify cities:

1)

2)

Find the list of cities you wish to modify.

Add, delete, or modify as many city lines as you wish. Each new line must
adhere to the format described above.

To delete an entire state:

1)

2)

To add a new state:

58

1)

2)

Delete the state name from the list of states|ocated at the beginning of the
file.

Delete the list of cities corresponding to that state. Be sure to delete all cities
AND the name of the state which precedes them.

Add the state name to the list of states located at the beginning of the file.
L ocate the name in alphabetical order.

Insert the list of citiesinto the correct location in the file. The cities for each
state should follow the same order asthe list of states. For example, if
Alaskais second in the list of states, the Alaska cities should be the second
group of citiesin thefile. The first line of your new cities list should contain
an asterisk followed by the state name. Y ou may insert any number of cities
after the state name as long as each city is placed on a separate line along
with its corresponding HDD and CDH values.



	Cover
	Instructions
	Contents
	Chapter 1
	Chapter 2
	Chapter 3
	Chapter 4
	Chapter 5
	Chapter 6
	Chapter 7
	Chapter 8
	Chapter 9
	Chapter 10
	Chapter 11
	Chapter 12
	Appendix A
	Appendix B
	Appendix C
	Appendix D
	Appendix E
	Appendix F

